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WE ARE
BLACK LABEL™
FOR A REASON
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Check out our
Best Practices Guide

Why Black Label™
Accessory Products?
The Black Label™ brand is synonymous with 
sourcing the highest-quality and most renewable 
outdoor wood products available. Our Black Label™ 
professional grade accessories have been 
designed to protect owner investment with the 
professional deck builder in mind.

Let’s start with the Black Label™ tool kit. This 
kit contains a collection of the highest-quality 
professional grade tools and bits required for 
a professional deck install from the highest 
quality manufacturers in the industry — at your 
fingertips. This means you don't have to run back 
to the hardware store or lose time during deck 
installation. Bottom line — Black Label™ tools and 
bits are designed to last longer through better 
design and better materials.

Now let’s talk about screws and fasteners. Black 
Label™ screws and fasteners are manufactured 
from high-grade stainless steel and military-grade 
polymers. This means that Black Label™ fastening 
systems are designed to outlast the materials 
you're installing. After all, what’s the point of 
installing a product if the fasteners corrode and 
fail before the decking or cladding wears out?

Less is more. The Black Label™ accessory program 
is designed to limit the amount of accessories to 
exactly what you need. They are offered in both 
square foot coverage kits and a few bulk items. 

Our goal is to keep it simple for professional deck 
builders.

When it comes to deck maintenance, once 
again, Black Label™ went to the highest-quality 
producers and developed the highest-quality 
formulations of wood cleaners, brighteners, and 
penetrating oil-based finishes.

When it comes to Black Label™ decking and 
cladding products, maintenance is a choice. Due 
to Black Label’s™ high level of durability, it does 
not require finishes and can be left to weather 
naturally. But for those who want to maintain 
the beauty and color variations associated with 
natural wood decking through cleaning and 
refinishing, Black Label™ provides the highest-
quality products available.

In continuation of Black Label’s™ commitment to 
“due care” and the environment, Black Label™ has 
chosen to package its accessories in containers 
that are not only recyclable but can be reused 
and repurposed. Our reusable containers will 
keep products dry and in good condition until 
you are ready to use them and when you want to 
save any extra materials at the end of the project.

Black Label’s™ comprehensive Best Practices Guide, 
paired with an experienced installer, will provide 
you with a positive experience.

BlackLabelWood.com 3*Images not to scale and for reference only.



1 gallon – 3.785 L
PRODUCT CODE: AKB-000100 / AKB-000107

BLACK LABEL™
PROFESSIONAL GRADE

IPE+ MARINE OIL
For use with natural wood decking and cladding products

VOC: ≤250 g/L or ≤100 g/L

DO NOT GET IN EYES OR ON SKIN OR CLOTHING.
DO NOT BREATHE VAPORS. DO NOT SWALLOW.
WEAR A MASK, GLOVES, AND GOGGLES.
KEEP AWAY FROM HEAT, FLAMES, AND SPARKS.
KEEP OUT OF REACH OF CHILDREN.
USE ONLY IN A WELL-VENTILATED AREA.
DANGER OF COMBUSTION.

FIRST AID TREATMENT
Contains hydrotreated light distillate, octamethylcyclo-
tetrasiloxane, and PCBTF. If some of the product is 
swallowed, call a poison control center or doctor immedi-
ately. Do not induce vomiting. If in eyes, rinse with water 
for 15 minutes; if on skin, rinse with water; if on clothes, 
remove the clothes.

MAY SPONTANEOUSLY CATCH FIRE
IF IMPROPERLY DISCARDED.
Rags, steel wool, or waste soaked with Black Label™ Professional
Grade Ipe+ Marine Oil  (Low VOC Formula) may spontaneously
catch fire if improperly discarded. Immediately after each use, 
place rags, steel wool, or waste in a sealed, water-filled 
metal container. Dispose of empty cans or unused portions 
in accordance with local, state, and federal regulations.

READ INSTRUCTIONS BEFORE USING.

FEATURES
• Special formula for Ipe, Garapa, Cumaru, Tigerwood, Jatoba,
   Bulletwood, ThermoWoods, Kebony, and other wood species
• Contains ultraviolet-resistant transparent iron oxide pigments
• Long-lasting water repellency
• Low odor

PRODUCT APPLICATIONS
• Hardwood decks
• All exterior wood surfaces
• Fences
• Wood cladding

DRYING TIME
Temperature, wood, and
humidity all affect drying time.
Allow 24 hours in most
applications.

 COVERAGE / GAL COVERED SURFACE

250 sq. ft. (23.23 m²)
150 sq. ft. (13.94 m²)

1 face — 2 edges
2 faces — 4 edges

*APPROXIMATE COVERAGE

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

OUR PRODUCT
This product is an oil-based natural wood finish specifically designed for use on exterior 
hardwood decks and cladding. Black Label™ Professional Grade Ipe+ Marine Oil (Low VOC 
Formula) does not raise the grain of the wood and provides excellent penetration. It protects 
and conditions the wood while maintaining a completely natural appearance. It may be used 
on exterior hardwood to enhance the wood’s natural beauty with exceptional results on Ipe, 
Angelim Pedra, Garapa, Cumaru, Jatoba, Tigerwood, and other premium wood products.

DECKS
Because horizontal surfaces collect airborne dust, dirt, and tree pollen, which accelerate 
graying (weathering), decks should be cleaned once in the spring and once in the fall with 
Black Label™ Professional Grade Wood & Deck Cleaner (Part A) to assure a natural wood 
appearance. Before treatment, new decks should be allowed to weather to remove moisture 
and mill glaze. Decks should be treated with Black Label™ Professional Grade Ipe+ Marine Oil  
(Low VOC Formula) no more than twice a year. Excess product not absorbed when applied 
should be removed to prevent tackiness and surface sheen. For more information, visit 
BlackLabelWood.com.

CONDITIONS OF SALE
In place of all warranties, expressed or implied, the manufacturer’s and seller’s only obligation 
shall be to replace such quantity of Black Label™ Professional Grade Ipe+ Marine Oil (Low 
VOC Formula) as is proven to be defective. Seller and manufacturer shall not be liable for loss 
or damage connected with the use and/or handling of this product. Users should determine 
the suitability of this product for the intended use before applying it. The user assumes all risks 
and liability associated therewith.

HOW TO USE

PREPARATION
Make sure the surface is clean, dry, and in good condition. Clean weathered wood 
with Black Label™ Professional Grade Wood & Deck Cleaner (Part A) and Black Label™ 
Wood Brightener (Part B) if required. Remove the previous stain or paint entirely before 
applying Black Label™ Professional Grade Ipe+ Marine Oil  (Low VOC Formula). Apply 
when temperatures are between 40–90°F/4–32°C and the surface is not hot to the touch. Do 
not thin.

MIX
Stir well initially and during use. Intermix all containers of the same color to ensure
a uniform appearance, and cover plants, grass, and concrete to protect from spills.

TEST
Apply to a small test area to ensure complete penetration and color satisfaction before 
proceeding with the entire project.

EQUIPMENT
Apply with a quality bristle brush, roller, pad, or airless sprayer. Back brush or back roll 
if applying by spray.

APPLY
Apply a uniform, even coat - stain the full length of the boards, keeping a wet edge. 
One coat is sufficient for most applications. On decks, excess product not absorbed 
should be removed to prevent tackiness and surface sheen.

CLEAN
Clean application equipment with mineral spirits (paint thinner). See the warning on 
the label regarding rag and waste disposal.

PREPARATION
Make sure the surface is clean, dry, and in good condition. Clean weathered wood 
with Black Label™ Professional Grade Wood & Deck Cleaner (Part A) and Black Label™ 
Wood Brightener (Part B) if required. Remove the previous stain or paint entirely before 
applying Black Label™ Professional Grade Ipe+ Marine Oil  (Low VOC Formula). Apply 
when temperatures are between 40–90°F/4–32°C and the surface is not hot to the touch. Do 
not thin.

MIX
Stir well initially and during use. Intermix all containers of the same color to ensure
a uniform appearance, and cover plants, grass, and concrete to protect from spills.

TEST
Apply to a small test area to ensure complete penetration and color satisfaction before 
proceeding with the entire project.

EQUIPMENT
Apply with a quality bristle brush, roller, pad, or airless sprayer. Back brush or back roll 
if applying by spray.

APPLY
Apply a uniform, even coat - stain the full length of the boards, keeping a wet edge. 
One coat is sufficient for most applications. On decks, excess product not absorbed 
should be removed to prevent tackiness and surface sheen.

CLEAN
Clean application equipment with mineral spirits (paint thinner). See the warning on 
the label regarding rag and waste disposal.

Low VOC Formula

This product can expose you to PCBTF, which is known to the
State of California to cause cancer. For more information go to
www.P65Warnings.ca.gov

WARNING

IPE+ MARINE OIL
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BLACK LABEL
TM

COMBUSTIBLE.
DANGER OF COMBUSTION.

HARMFUL OR FATAL
IF SWALLOWED.

CALL PHYSICIAN IMMEDIATELY.
MAY IRRITATE EYES AND SKIN.

Keep out of reach of children.
See cautions elsewhere on the label.

HIGH SOLIDS FORMULA.
CONTAINS TRANSOXIDE PIGMENT.

FOR USE WITH NATURAL
WOOD DECKING AND

CLADDING PRODUCTS. VOC: < 250 g/L

FLUID VOLUME:

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED AND PACKAGED FOR,
DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved
Black Label™ 2023

EASY
TO APPLY

DURABLE
& RESISTANT

EXTRA
PROTECTION

1 GALLON
(3.785 L) PRODUCT CODE:

AKB-000100

BLACK LABEL™
PROFESSIONAL GRADE
ULTRA-PREMIUM WOOD

END SEALER
For use with natural wood decking and cladding products

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED FOR, PACKAGED
AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

U LT R A - P R E M I U M  W O O D

END SEALER

READ INSTRUCTIONS
BEFORE USING

FOR USE WITH
NATURAL WOOD DECKING

AND CLADDING PRODUCTS 

FLUID VOLUME:

32 oz
(946 ml)

Non-toxic,
water-based
formula

Prevents most
end checking

For use on the end
cuts of hardwood
or softwood

Uses natural plant-based
polymers to protect
against drying splits

C
LE

AR END SEALER

BLACK LABEL
TM

PRODUCT CODE:
AKB-000103

Harmful if swallowed. May irritate eyes. Keep out of reach of 
children. Do not ingest. Do not get in eyes. Do not mix with other 
chemicals. Wear a mask.

FIRST AID TREATMENT
Contains slack wax (petroleum). If swallowed, call a Poison Control 
Center or doctor immediately. If in eyes, rinse with water for 15 minutes.

READ INSTRUCTIONS BEFORE USING.

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

NOTE: Due to differences in wood species and individual usage methods, results are not guaranteed. Follow application
instructions for best results. The manufacturer’s liability is limited to the purchase price of this product.

HOW TO USE

Apply a thick, even coat using a brush, ideally within the first 24 hours
of cutting the end grain of the wood. If more than 24 hours have passed,
a fresh cut may need to be made before Black Label™ Professional Grade
Ultra-Premium Wood End Sealer is applied to the exposed end grain.

On deck boards, apply carefully to only the end grain to avoid discoloration
on the face of the board. 

Black Label™ Professional Grade Ultra-Premium Wood End Sealer is a slippery
wax coating. DO NOT apply to walking surfaces.

Black Label™ Professional Grade Ultra-Premium Wood End Sealer is 
a hybrid wax emulsion sealer designed to prevent most end checking 
(drying splits) in freshly sawn logs, lumber, deck boards, turning blanks, 
and other wood components.

DRYING TIME

Allow approximately 3–4 hours for the product to
dry and set up. Black Label™ Professional Grade
Ultra-Premium Wood End Sealer is a slippery
wax coating that will feel soft, even when dried.

CLEANUP AND STORAGE

Clean all application equipment with hot soapy water. Solvents are not needed or recommended.
Store above 50°F/10°C to protect from freezing. Shelf life (unopened): three years.
Disposal: Follow local municipal guidelines for disposing of water-based paints and coatings.

 COVERAGE / QT (KG) BOARD ENDS / QT

25–30 sq. ft.
(2.32–2.79 m²)

5/4x6 — 600 ends
5/4x4 — 900 ends

READ INSTRUCTIONS BEFORE USING.

Keep out of reach of children.
Read carefully other cautions

on the back panel.

CONTENTS HARMFUL.
EYE IRRITANT.

WARNING

1 quart – 32 oz (946 ml)
PRODUCT CODE: AKB-000103

BLACK LABEL™
PROFESSIONAL GRADE

WOOD DECK & CLADDING
CLEANER

For use with natural wood decking and cladding products

NOTE: Due to differences in wood species and individual usage methods, results are not guaranteed. Follow application
instructions for best results. The manufacturer’s liability is limited to the purchase price of this product.

HOW TO USE

Remove dirt or debris.

Dissolve 1/3 cup (74 ml) Black Label™ Professional Grade Wood Deck &
Cladding Cleaner (Part A) in one gallon of hot water; mix well.

Apply liberally to the wood’s surface using a garden sprayer, mop,
or brush. Wait 10–15 minutes, keeping the wood wet.

Scrub with a stiff broom or scrub brush. Rinse thoroughly with clean water.

To brighten cleaned wood, apply Black Label™ Professional Grade Wood
Deck & Cladding Brightener (Part B) immediately after using and rinsing
Black Label™ Professional GradeWood Deck & Cladding Cleaner (Part A).
Clean decks periodically (every six months) to maintain appearance.

Black LabelTM Professional Grade Wood Deck & 
Cladding Cleaner (Part A) and Professional 
Grade Deck & Cladding Brightener (Part B) are 
powder concentrates designed to prepare exterior
wood for staining. Our Black Label™ Professional 
Grade Wood Deck & Cladding Cleaner removes 
dirt from exterior wood surfaces.

A
PART

 COVERAGE / QT

1200 sq. ft. (111.5 m²)

 COVERAGE SURFACE

1 face — 2 edges

Causes burns to eye. Harmful if swallowed. Do not mix with other 
chemicals. Do not swallow. Do not get in eyes, skin, or clothing. 
Do not breathe dust. Handle with care. Keep out of reach of 
children. Wear gloves, safety goggles, and a mask. Use only in a 
well-ventilated area.

FIRST AID TREATMENT
Contains sodium percarbonate and sodium carbonate. If swallowed,
call a Poison Control Center or doctor immediately. Do not induce 
vomiting. If in eyes, rinse with water for 20 minutes. If on skin, 
rinse with water. If on clothes, remove clothes. If breathed in, 
move person to fresh air.

READ INSTRUCTIONS BEFORE USING.

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED FOR, PACKAGED
AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

W O O D  D E C K  &  C L A D D I N G

CLEANER
Removes dirt
from wood

Prepares wood
for staining

Cleans up 
to 1200 sq. ft.
(111.5 m²)

Biodegradable

A
PART

Keep out of reach of children.
Read carefully other cautions

on the back panel.

EYE CORROSIVE.
CONTENTS HARMFUL.

DANGER

BEFORE AFTER

READ INSTRUCTIONS
BEFORE USING

FOR USE WITH
NATURAL WOOD DECKING

AND CLADDING PRODUCTS 

NET WEIGHT:

2 lbs
(907 g) PRODUCT CODE: AKB-000101

1 quart – 2 lbs (907 g)
PRODUCT CODE: AKB-000101

BLACK LABEL™
PROFESSIONAL GRADE

WOOD DECK & CLADDING
BRIGHTENER

For use with natural wood decking and cladding products

NOTE: Due to differences in wood species and individual usage methods, results are not guaranteed. Follow application
instructions for best results. The manufacturer’s liability is limited to the purchase price of this product.

HOW TO USE

Remove dirt or debris.

Dissolve 1/3 cup (74 ml) Black Label™ Professional Grade Wood Deck &
Cladding Cleaner (Part A) in one gallon of hot water; mix well.

Apply liberally to the wood’s surface using a garden sprayer, mop,
or brush. Wait 10–15 minutes, keeping the wood wet.

Scrub with a stiff broom or scrub brush. Rinse thoroughly with clean water.

To brighten cleaned wood, apply Black Label™ Professional Grade Wood
Deck & Cladding Brightener (Part B) immediately after using and rinsing
Black Label™ Professional GradeWood Deck & Cladding Cleaner (Part A).
Clean decks periodically (every six months) to maintain appearance.

Black LabelTM Professional Grade Wood Deck & 
Cladding Cleaner (Part A) and Professional 
Grade Deck & Cladding Brightener (Part B) are 
powder concentrates designed to prepare exterior
wood for staining. Our Black Label™ Professional 
Grade Wood Deck & Cladding Cleaner removes 
dirt from exterior wood surfaces.

A
PART

 COVERAGE / QT

1200 sq. ft. (111.5 m²)

 COVERAGE SURFACE

1 face — 2 edges

Causes burns to eye. Harmful if swallowed. Do not mix with other 
chemicals. Do not swallow. Do not get in eyes, skin, or clothing. 
Do not breathe dust. Handle with care. Keep out of reach of 
children. Wear gloves, safety goggles, and a mask. Use only in a 
well-ventilated area.

FIRST AID TREATMENT
Contains sodium percarbonate and sodium carbonate. If swallowed,
call a Poison Control Center or doctor immediately. Do not induce 
vomiting. If in eyes, rinse with water for 20 minutes. If on skin, 
rinse with water. If on clothes, remove clothes. If breathed in, 
move person to fresh air.

READ INSTRUCTIONS BEFORE USING.

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED FOR, PACKAGED
AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

W O O D  D E C K  &  C L A D D I N G

CLEANER
Removes dirt
from wood

Prepares wood
for staining

Cleans up 
to 1200 sq. ft.
(111.5 m²)

Biodegradable

A
PART

Keep out of reach of children.
Read carefully other cautions

on the back panel.

EYE CORROSIVE.
CONTENTS HARMFUL.

DANGER

BEFORE AFTER

READ INSTRUCTIONS
BEFORE USING

FOR USE WITH
NATURAL WOOD DECKING

AND CLADDING PRODUCTS 

NET WEIGHT:

2 lbs
(907 g) PRODUCT CODE: AKB-000101

1 quart – 2 lbs (907 g)
PRODUCT CODE: AKB-000102

4 ACCESSORY LINE CARD*Images not to scale and for reference only.

BLACK LABEL™ SEALERS, CLEANERS, AND FINISHES



1 gallon – 200 ct – 4.2 lbs (1.91 kg)
PRODUCT CODE: AKB-000104

PRODUCT CODE: AKB-000104

200
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER CAN*
100 SQ. FT. (9.29 m2)

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit for interior and exterior 
applications. When combined with Black Label™ wood rain screen, cladding, 
paneling, and soffit products, clad clips eliminate the need for drilling and fastening 
through the wood. This dramatically extends the service life of the wood cladding by 
removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm)
offset between the wood sheathing and cladding to prevent water bridging and 
meet international building code standards. Manufactured from V-O-rated, 
glass-filled nylon that is resistant to heat, fire, and impact, these clad clips are incredibly
strong and can be used on all building envelope and substrate types. The nylon 
design also eliminates any potential for a galvanic reaction between the clip and 
substrate or deterioration associated with salt spray.  When paired with Black Label™
screws, service life in any location is increased dramatically over aluminum clips.

For attachment to wood sheathing, use Black Label™ #10x1.5” (38 mm) 316 Stainless 
Steel Flat Head Screws — one screw per Mini Clip (low wind).

See our Black Label™ rain screen cladding and soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

CLAD CLIP MINI V-O-RATED200x

CLAD CLIP WOOD SCREW
#10x1.5” (38 mm) FLAT HEAD
PHILLIPS 316 STAINLESS

200x

KRYPTONITE PHILLIPS BIT1x

CLAD CLIP MINI KIT WITH
#10x1.5” (38mm) 316 STAINLESS SCREW

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

2 (21.52)1x6x16” on center
(2.54cm x 15.24cm x 40.64cm) 100 (9.29)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

4.2 lbs
(1.91 kg)

CLAD CLIP
MINI KIT

W I T H  # 1 0 x 1 . 5 ”  ( 3 8  m m )
3 1 6  S T A I N L E S S  S C R E W S  F O R  W O O D

PRODUCT CODE: AKB-000104

200
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER CAN*
100 SQ. FT. (9.29 m2)

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit for interior and exterior 
applications. When combined with Black Label™ wood rain screen, cladding, 
paneling, and soffit products, clad clips eliminate the need for drilling and fastening 
through the wood. This dramatically extends the service life of the wood cladding by 
removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm)
offset between the wood sheathing and cladding to prevent water bridging and 
meet international building code standards. Manufactured from V-O-rated, 
glass-filled nylon that is resistant to heat, fire, and impact, these clad clips are incredibly
strong and can be used on all building envelope and substrate types. The nylon 
design also eliminates any potential for a galvanic reaction between the clip and 
substrate or deterioration associated with salt spray.  When paired with Black Label™
screws, service life in any location is increased dramatically over aluminum clips.

For attachment to wood sheathing, use Black Label™ #10x1.5” (38 mm) 316 Stainless 
Steel Flat Head Screws — one screw per Mini Clip (low wind).

See our Black Label™ rain screen cladding and soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

CLAD CLIP MINI V-O-RATED200x

CLAD CLIP WOOD SCREW
#10x1.5” (38 mm) FLAT HEAD
PHILLIPS 316 STAINLESS

200x

KRYPTONITE PHILLIPS BIT1x

CLAD CLIP MINI KIT WITH
#10x1.5” (38mm) 316 STAINLESS SCREW

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

2 (21.52)1x6x16” on center
(2.54cm x 15.24cm x 40.64cm) 100 (9.29)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

4.2 lbs
(1.91 kg)

CLAD CLIP
MINI KIT

W I T H  # 1 0 x 1 . 5 ”  ( 3 8  m m )
3 1 6  S T A I N L E S S  S C R E W S  F O R  W O O D

BLACK LABEL™ PROFESSIONAL GRADE
CLAD CLIP MINI KIT

For use with Black Label™ rain screen, cladding, paneling, and soffit

WITH #10 X 1.5” (38 mm) 316 STAINLESS STEEL FOR WOOD

PRODUCT CODE: AKB-000105

100
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER CAN*
50 SQ. FT. (4.65 m2)5.2 lbs

(2.36 kg)

100
COUNT50 SQ. FT. (4.65 m2)5.2 lbs
100NET WEIGHT:

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm) 
offset between the wood sheathing and cladding to prevent water bridging and meet
international building code standards. Manufactured from heat, fire, and impact 
resistant V-O-rated glass-filled nylon, these clad clips are incredibly strong and can 
be used on all building envelope and substrate types. The nylon design also 
eliminates any potential for a galvanic reaction between the clip and substrate or 
deterioration associated with salt spray. When paired with Black Label™ screws, 
service life in any location is increased dramatically over aluminum clips.

For attachment to wood sheathing, use Black Label™ #10x1.5” (38 mm) 316 Stainless
Steel Flat Head Screws. One screw per Maxi Clip (low wind) and two screws per Maxi 
Clip (high wind). 

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

CLAD CLIP MAXI V-O-RATED100x

CLAD CLIP WOOD SCREW
#10x1.5” (38 mm) FLAT HEAD
PHILLIPS 316 STAINLESS

200x

CLAD CLIP MAXI WITH
 #10x1.5” (38 mm) 316 STAINLESS SCREWS

KRYPTONITE PHILLIPS BIT1x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

2 (21.52)

3.5 (37.66) 28 (2.6)

1.5 (16.14) 66 (6.13)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

50 (4.64)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA AND TAIWAN,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

CLAD CLIP
MAXI KIT

W I T H  # 1 0 x 1 . 5 ”  ( 3 8  m m )
3 1 6  S T A I N L E S S  S C R E W S  F O R  W O O D

CLAD CLIP
MAXI KIT

PRODUCT CODE: AKB-000106

500
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER PAIL*
250 SQ. FT. (23.22 m2)26.6 lbs

(12 kg)

500
COUNT250 SQ. FT. (23.22 m2)26.6 lbs
500NET WEIGHT:

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm) 
offset between the wood sheathing and cladding to prevent water bridging and meet
international building code standards. Manufactured from heat, fire, and impact 
resistant V-O-rated glass-filled nylon, these clad clips are incredibly strong and can 
be used on all building envelope and substrate types. The nylon design also 
eliminates any potential for a galvanic reaction between the clip and substrate or 
deterioration associated with salt spray.  When paired with Black Label™ screws, 
service life in any location is increased dramatically over aluminum clips.

For attachment to wood sheathing, use Black Label™ #10x1.5” (38 mm) 316 Stainless
Steel Flat Head Screws. One screw per Maxi Clip (low wind) and two screws per Maxi 
Clip (high wind).

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

CLAD CLIP MAXI V-O-RATED500x

CLAD CLIP WOOD SCREW
#10x1.5” (38 mm) FLAT HEAD
PHILLIPS 316 STAINLESS

1000x

CLAD CLIP MAXI WITH
 #10x1.5” (38 mm) 316 STAINLESS SCREWS

KRYPTONITE PHILLIPS BIT1x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

142 (13.19)

333 (30.94)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

250 (23.22)

*APPROXIMATE COVERAGE

2 (21.52)

3.5 (37.66)

1.5 (16.14)

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA AND TAIWAN,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

W I T H  # 1 0 x 1 . 5 ”  ( 3 8  m m )
3 1 6  S T A I N L E S S  S C R E W S  F O R  W O O D

PRODUCT CODE: AKB-000105

100
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER CAN*
50 SQ. FT. (4.65 m2)5.2 lbs

(2.36 kg)

100
COUNT50 SQ. FT. (4.65 m2)5.2 lbs
100NET WEIGHT:

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm) 
offset between the wood sheathing and cladding to prevent water bridging and meet
international building code standards. Manufactured from heat, fire, and impact 
resistant V-O-rated glass-filled nylon, these clad clips are incredibly strong and can 
be used on all building envelope and substrate types. The nylon design also 
eliminates any potential for a galvanic reaction between the clip and substrate or 
deterioration associated with salt spray. When paired with Black Label™ screws, 
service life in any location is increased dramatically over aluminum clips.

For attachment to wood sheathing, use Black Label™ #10x1.5” (38 mm) 316 Stainless
Steel Flat Head Screws. One screw per Maxi Clip (low wind) and two screws per Maxi 
Clip (high wind). 

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

CLAD CLIP MAXI V-O-RATED100x

CLAD CLIP WOOD SCREW
#10x1.5” (38 mm) FLAT HEAD
PHILLIPS 316 STAINLESS

200x

CLAD CLIP MAXI WITH
 #10x1.5” (38 mm) 316 STAINLESS SCREWS

KRYPTONITE PHILLIPS BIT1x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

2 (21.52)

3.5 (37.66) 28 (2.6)

1.5 (16.14) 66 (6.13)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

50 (4.64)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA AND TAIWAN,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

CLAD CLIP
MAXI KIT

W I T H  # 1 0 x 1 . 5 ”  ( 3 8  m m )
3 1 6  S T A I N L E S S  S C R E W S  F O R  W O O D

CLAD CLIP
MAXI KIT

PRODUCT CODE: AKB-000106

500
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER PAIL*
250 SQ. FT. (23.22 m2)26.6 lbs

(12 kg)

500
COUNT250 SQ. FT. (23.22 m2)26.6 lbs
500NET WEIGHT:

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm) 
offset between the wood sheathing and cladding to prevent water bridging and meet
international building code standards. Manufactured from heat, fire, and impact 
resistant V-O-rated glass-filled nylon, these clad clips are incredibly strong and can 
be used on all building envelope and substrate types. The nylon design also 
eliminates any potential for a galvanic reaction between the clip and substrate or 
deterioration associated with salt spray.  When paired with Black Label™ screws, 
service life in any location is increased dramatically over aluminum clips.

For attachment to wood sheathing, use Black Label™ #10x1.5” (38 mm) 316 Stainless
Steel Flat Head Screws. One screw per Maxi Clip (low wind) and two screws per Maxi 
Clip (high wind).

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

CLAD CLIP MAXI V-O-RATED500x

CLAD CLIP WOOD SCREW
#10x1.5” (38 mm) FLAT HEAD
PHILLIPS 316 STAINLESS

1000x

CLAD CLIP MAXI WITH
 #10x1.5” (38 mm) 316 STAINLESS SCREWS

KRYPTONITE PHILLIPS BIT1x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

142 (13.19)

333 (30.94)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

250 (23.22)

*APPROXIMATE COVERAGE

2 (21.52)

3.5 (37.66)

1.5 (16.14)

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA AND TAIWAN,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

W I T H  # 1 0 x 1 . 5 ”  ( 3 8  m m )
3 1 6  S T A I N L E S S  S C R E W S  F O R  W O O D

1 gallon – 100 ct – 5.2 lbs (2.36 kg)
PRODUCT CODE: AKB-000105

5 gallon – 500 ct – 26.6 lbs (12 kg)
PRODUCT CODE: AKB-000106

BLACK LABEL™ PROFESSIONAL GRADE
CLAD CLIP MAXI KIT

For use with Black Label™ rain screen, cladding, paneling, and soffit

WITH #10 X 1.5” (38 mm) 316 STAINLESS STEEL FOR WOOD

BlackLabelWood.com 5*Images not to scale and for reference only.

BLACK LABEL™ FASTENING SYSTEM



6 ACCESSORY LINE CARD*Images not to scale and for reference only.

BLACK LABEL™ FASTENING SYSTEM

CLAD CLIP
MAXI KIT

PRODUCT CODE: AKB-000108

500
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER PAIL*
250 SQ. FT. (23.22 m2)23 lbs

(10.43 kg)

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm) 
offset between the wood sheathing and cladding to prevent water bridging and meet
international building code standards. Manufactured from heat, fire, and impact 
resistant V-O-rated glass-filled nylon, these clad clips are incredibly strong and can 
be used on all building envelope and substrate types. The nylon design also 
eliminates any potential for a galvanic reaction between the clip and substrate or 
deterioration associated with salt spray.  When paired with Black Label™ screws, 
service life in any location is increased dramatically over aluminum clips.

For attachment to galvanized steel, use Black Label™ #10x1-1/4” (32 mm) 410 
Stainless Steel Self Tapping Flat Head Screws. One screw per Maxi Clip.

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

142 (13.19)

333 (30.94)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

250 (23.22)

*APPROXIMATE COVERAGE

2 (21.52)

3.5 (37.66)

1.5 (16.14)

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

W I T H  # 1 0 x 1 - 1 / 4 ”  ( 3 2  m m )
4 1 0  S T A I N L E S S  S C R E W S  F O R  M E T A L

CLAD CLIP MAXI WITH
#10x1-1/4” (32 mm) 410 STAINLESS SCREWS

CLAD CLIP MAXI V-O-RATED500x

CLAD CLIP SCREW 
#10x1-1/4” (32 mm) FLAT HEAD
PHILLIPS 410 STAINLESS

500x

KRYPTONITE PHILLIPS BIT1x

CLAD CLIP
MAXI KIT

PRODUCT CODE: AKB-000108

500
COUNT

FOR USE WITH BLACK LABEL™
RAIN SCREEN, CLADDING,

PANELING, AND SOFFIT

NET WEIGHT:

PER PAIL*
250 SQ. FT. (23.22 m2)23 lbs

(10.43 kg)

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffit. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Black Label™ Professional Grade Clad Clips are designed to create a 3/8” (10 mm) 
offset between the wood sheathing and cladding to prevent water bridging and meet
international building code standards. Manufactured from heat, fire, and impact 
resistant V-O-rated glass-filled nylon, these clad clips are incredibly strong and can 
be used on all building envelope and substrate types. The nylon design also 
eliminates any potential for a galvanic reaction between the clip and substrate or 
deterioration associated with salt spray.  When paired with Black Label™ screws, 
service life in any location is increased dramatically over aluminum clips.

For attachment to galvanized steel, use Black Label™ #10x1-1/4” (32 mm) 410 
Stainless Steel Self Tapping Flat Head Screws. One screw per Maxi Clip.

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

142 (13.19)

333 (30.94)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

250 (23.22)

*APPROXIMATE COVERAGE

2 (21.52)

3.5 (37.66)

1.5 (16.14)

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

W I T H  # 1 0 x 1 - 1 / 4 ”  ( 3 2  m m )
4 1 0  S T A I N L E S S  S C R E W S  F O R  M E T A L

CLAD CLIP MAXI WITH
#10x1-1/4” (32 mm) 410 STAINLESS SCREWS

CLAD CLIP MAXI V-O-RATED500x

CLAD CLIP SCREW 
#10x1-1/4” (32 mm) FLAT HEAD
PHILLIPS 410 STAINLESS

500x

KRYPTONITE PHILLIPS BIT1x

WITH #10 X 1-1/4” (32 mm) 410 STAINLESS STEEL FOR METAL

BLACK LABEL™ PROFESSIONAL GRADE
CLAD CLIP MAXI KIT

For use with Black Label™ rain screen, cladding, paneling, and soffit

5 gallon – 500 ct – 23 lbs (10.43 kg)
PRODUCT CODE: AKB-000108

CLAD CLIP
ALUMINUM

PRODUCT CODE: AKB-000131

500
COUNT

FOR WOOD
ATTACHMENT

NET WEIGHT:

PER PAIL*
250 SQ. FT. (23.22 m2)40 lbs

(18.14 kg)

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffits. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Manufactured from Marine-grade aluminum, these clad clips are highly resistant to 
deterioration and are non combustible. A black electrophoretic coating reduces clip 
visibility vs non-coated aluminum clips. The electrophoretic coating creates a barrier 
which further reduces the potential for galvanic reaction between the clip and screw.

For attachment to wood sheathing, use Black Label™  #10 x 1" (25.4 mm) 316 Stainless
Steel Pan Head Screw. Use two screws per aluminum clad clip (high wind).

The Black Label™ Clad Clip system is also available in V-O Rated Glass Filled Nylon for
attachment to steel and wood. For more information, please go to BlackLabelWood.com

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

2 (21.52)

3.5 (37.66) 142 (13.19)

1.5 (16.14) 333 (30.94)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

250 (23.22)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

W I T H  # 1 0 x 1 ”  ( 2 5 . 4  m m )  3 1 6  S T A I N L E S S
C O U R S E  T R E A D  P A N  H E A D  S C R E W

HIDDEN FASTENER SYSTEM

CLAD CLIP ALUMINUM
250-SQ.-FT. (23.22 m²) KIT

FOR WOOD ATTACHMENT

CLAD CLIP ALUMINUM500x

CLAD CLIP SCREW 
#10x1” (25.4 mm) PAN HEAD
COURSE TREAD 316 STAINLESS
(PHILLIPS OR TORX DRIVE SUBJECT TO AVAILABILITY)

1000x

CLAD CLIP
ALUMINUM

PRODUCT CODE: AKB-000131

500
COUNT

FOR WOOD
ATTACHMENT

NET WEIGHT:

PER PAIL*
250 SQ. FT. (23.22 m2)40 lbs

(18.14 kg)

Black Label™ Professional Grade Clad Clips are the gold standard for attaching 
Black Label™ wood rain screen, cladding, paneling, and soffits. When combined with 
Black Label™ wood rain screen, cladding, paneling, and soffit products, clad clips 
eliminate the need for drilling and fastening through the wood. This dramatically 
extends the service life of the wood cladding by removing points of water intrusion.

Manufactured from Marine-grade aluminum, these clad clips are highly resistant to 
deterioration and are non combustible. A black electrophoretic coating reduces clip 
visibility vs non-coated aluminum clips. The electrophoretic coating creates a barrier 
which further reduces the potential for galvanic reaction between the clip and screw.

For attachment to wood sheathing, use Black Label™  #10 x 1" (25.4 mm) 316 Stainless
Steel Pan Head Screw. Use two screws per aluminum clad clip (high wind).

The Black Label™ Clad Clip system is also available in V-O Rated Glass Filled Nylon for
attachment to steel and wood. For more information, please go to BlackLabelWood.com

See our Black Label™ Rain Screen Cladding and Soffit guides at BlackLabelWood.com
for more detailed information on specification and installation.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

2 (21.52)

3.5 (37.66) 142 (13.19)

1.5 (16.14) 333 (30.94)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x8x16” on center
(2.54cm x 20.32cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

250 (23.22)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

W I T H  # 1 0 x 1 ”  ( 2 5 . 4  m m )  3 1 6  S T A I N L E S S
C O U R S E  T R E A D  P A N  H E A D  S C R E W

HIDDEN FASTENER SYSTEM

CLAD CLIP ALUMINUM
250-SQ.-FT. (23.22 m²) KIT

FOR WOOD ATTACHMENT

CLAD CLIP ALUMINUM500x

CLAD CLIP SCREW 
#10x1” (25.4 mm) PAN HEAD
COURSE TREAD 316 STAINLESS
(PHILLIPS OR TORX DRIVE SUBJECT TO AVAILABILITY)

1000x

WITH #10 X 1” (25.4 mm) 316 STAINLESS COURSE TREAD PAN HEAD SCREW

BLACK LABEL™ PROFESSIONAL GRADE
CLAD CLIP ALUMINUM - HIDDEN FASTENER SYSTEM

For wood attachment

5 gallon – 500 ct – 40 lbs (18.14 kg)
PRODUCT CODE: AKB-000131

BLACK LABEL™ PROFESSIONAL GRADE
DIAMOND DECK CLIP KIT

For use with grooved Black Label™ Thermo  and Kebony decking products

PRODUCT CODE: AKB-000130

180
COUNT

FOR USE WITH GROOVED
BLACK LABEL™ THERMOWOOD

AND KEBONY DECKING PRODUCTS

NET WEIGHT:

PER CAN*
100 SQ. FT. (9.29 m2)5 lbs

(2.27 kg)

DIAMOND
DECK CLIP KIT

DIAMOND DECK CLIP 100 SQ. FT. (9.29 m²) KIT
FOR USE WITH GROOVED BLACK LABEL™ THERMOWOOD AND KEBONY

DECKING PRODUCTS (NO PRE-DRILLING REQUIRED)

DIAMOND DECK CLIP
1/4" (6.35 mm)180x

316 STAINLESS SCREW190x

KRYPTONITE BIT1x

This Black Label™ Professional Grade Diamond Deck Clip 100 Sq. Ft. (9.29 m²)
Kit contains the necessary fasteners, screws, and bits to install 100 sq. ft. (9.29 m²) of 
6"-wide (15.24 cm) Black Label™ ThermoWood and Kebony deck boards onto 
stringers spaced 16" (40.64 cm) on center. Use in combination with other Black Label™
professional grade wood deck installation products. Always make sure to review 
our Best Practices Guide to achieve the best possible outcome and service life of your 
Black Label™ deck installation and to protect your investment over time.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

1.75 (18.83)

2.5 (26.9) 72 (6.69)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

100 (9.29)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA, TAIWAN, AND GERMANY,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

Everything
you need Quality tools Built to last

PRODUCT CODE: AKB-000130

180
COUNT

FOR USE WITH GROOVED
BLACK LABEL™ THERMOWOOD

AND KEBONY DECKING PRODUCTS

NET WEIGHT:

PER CAN*
100 SQ. FT. (9.29 m2)5 lbs

(2.27 kg)

DIAMOND
DECK CLIP KIT

DIAMOND DECK CLIP 100 SQ. FT. (9.29 m²) KIT
FOR USE WITH GROOVED BLACK LABEL™ THERMOWOOD AND KEBONY

DECKING PRODUCTS (NO PRE-DRILLING REQUIRED)

DIAMOND DECK CLIP
1/4" (6.35 mm)180x

316 STAINLESS SCREW190x

KRYPTONITE BIT1x

This Black Label™ Professional Grade Diamond Deck Clip 100 Sq. Ft. (9.29 m²)
Kit contains the necessary fasteners, screws, and bits to install 100 sq. ft. (9.29 m²) of 
6"-wide (15.24 cm) Black Label™ ThermoWood and Kebony deck boards onto 
stringers spaced 16" (40.64 cm) on center. Use in combination with other Black Label™
professional grade wood deck installation products. Always make sure to review 
our Best Practices Guide to achieve the best possible outcome and service life of your 
Black Label™ deck installation and to protect your investment over time.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

1.75 (18.83)

2.5 (26.9) 72 (6.69)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

100 (9.29)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA, TAIWAN, AND GERMANY,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

Everything
you need Quality tools Built to last

1 gallon – 180 ct – 5 lbs (2.27 kg)
PRODUCT CODE: AKB-000130



BlackLabelWood.com 7*Images not to scale and for reference only.

1 gallon – 175 ct – 6 lbs (2.72 kg)
PRODUCT CODE: AKB-000111

5 gallon – 875 ct – 30 lbs (13.61 kg)
PRODUCT CODE: AKB-000112

BLACK LABEL™ PROFESSIONAL GRADE
PRO DECK CLIP KIT

For use with side grooved wood and composite decking products

PRO DECK
CLIP KITEverything

you need Quality tools Built to last

PRODUCT CODE: AKB-000111

THIS IMAGE DOES NOT CONTAIN
ALL THE PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

6 lbs
(2.72 kg)

100 SQ. FT. (9.29 m2)
PER CAN*

This Black Label™ Professional Grade Pro Deck Clip 100 Sq. Ft. (9.29 m²) Kit
contains the necessaryfasteners, screws, and bits to install 100 sq. ft. (9.29 m²)
of 6”-wide (15.2 cm) Black Label™ deck boards onto stringers spaced 
16 inches (40.6 cm) on center. Use in combination with other Black Label™
professional grade wood deck installation products. Always make sure to 
review our best practices guide to achieve the best possible outcome 
and service life of your Black Label™ deck installation and to protect your
investment over time.

Black Label™ drilling guides are available in the Black Label™ Professional
Grade Tool Kit.

PRO DECK CLIP 100 SQ. FT. (9.29 m²) KIT
FOR USE WITH SIDE GROOVED WOOD (PRE-DRILLING REQUIRED)

AND COMPOSITE DECKING PRODUCTS

STAINLESS STEEL
DECK CLIP 3/16" (4.76 mm)175x

#2x2-1/4 (57 mm)
TRIM HEAD 305 STAINLESS
T15 BLACK HEAD SCREW

190x

IPE PRO PLUG12x

DRILL BIT 5/32” (3.96 mm)
FAST SPIRAL1x

KRYPTONITE STAR BIT #151x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

1.75 (18.83)

2.75 (29.59) 64 (5.95)

1.5 (16.14)

2.5 (26.9)

116 (10.78)

76 (7.06)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

100 (9.29)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA, TAIWAN, AND USA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

PROFESSIONAL GRADE

175
COUNT

PRO DECK
CLIP KITEverything

you need Quality tools Built to last

PRODUCT CODE: AKB-000111

THIS IMAGE DOES NOT CONTAIN
ALL THE PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

6 lbs
(2.72 kg)

100 SQ. FT. (9.29 m2)
PER CAN*

This Black Label™ Professional Grade Pro Deck Clip 100 Sq. Ft. (9.29 m²) Kit
contains the necessaryfasteners, screws, and bits to install 100 sq. ft. (9.29 m²)
of 6”-wide (15.2 cm) Black Label™ deck boards onto stringers spaced 
16 inches (40.6 cm) on center. Use in combination with other Black Label™
professional grade wood deck installation products. Always make sure to 
review our best practices guide to achieve the best possible outcome 
and service life of your Black Label™ deck installation and to protect your
investment over time.

Black Label™ drilling guides are available in the Black Label™ Professional
Grade Tool Kit.

PRO DECK CLIP 100 SQ. FT. (9.29 m²) KIT
FOR USE WITH SIDE GROOVED WOOD (PRE-DRILLING REQUIRED)

AND COMPOSITE DECKING PRODUCTS

STAINLESS STEEL
DECK CLIP 3/16" (4.76 mm)175x

#2x2-1/4 (57 mm)
TRIM HEAD 305 STAINLESS
T15 BLACK HEAD SCREW

190x

IPE PRO PLUG12x

DRILL BIT 5/32” (3.96 mm)
FAST SPIRAL1x

KRYPTONITE STAR BIT #151x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

1.75 (18.83)

2.75 (29.59) 64 (5.95)

1.5 (16.14)

2.5 (26.9)

116 (10.78)

76 (7.06)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

100 (9.29)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA, TAIWAN, AND USA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

PROFESSIONAL GRADE

175
COUNT

PRO DECK
CLIP KITEverything

you need Quality tools Built to last

PRODUCT CODE: AKB-000112

THIS IMAGE DOES NOT CONTAIN
ALL THE PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

30 lbs
(13.61 kg)

500 SQ. FT. (46.45 m2)
PER PAIL*

This Black Label™ Professional Grade Pro Deck Clip 500 Sq. Ft. (46.45 m²)
Kit contains the necessary fasteners, screws, and bits to install 500 sq. 
ft. (46.45 m²) of 6”-wide (15.2 cm) Black Label™ deck boards onto 
stringers spaced 16 inches (40.6 cm) on center. Use in combination with 
other Black Label™ professional grade wood deck installation products. 
Always make sure to review our best practices guide to achieve the 
best possible outcome and service life of your Black Label™ deck 
installation and to protect your investment over time.

Black Label™ drilling guides are available in the Black Label™ Professional
Grade Tool Kit.

PRO DECK CLIP 500 SQ. FT. (46.45 m²) KIT
FOR USE WITH SIDE GROOVED WOOD (PRE-DRILLING REQUIRED)

AND COMPOSITE DECKING PRODUCTS

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

320 (29.72)

580 (53.88)

380 (35.30)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

500 (46.45)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA, TAIWAN, AND USA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

PROFESSIONAL GRADE

875
COUNT

STAINLESS STEEL
DECK CLIP 3/16" (4.76 mm)875x

#2x2-1/4” (57 mm)
TRIM HEAD 305 STAINLESS
T15 BLACK HEAD SCREW

950x

IPE PRO PLUG60x

DRILL BIT 5/32” (3.96 mm)
FAST SPIRAL1x

KRYPTONITE STAR BIT #151x

1.75 (18.83)

2.75 (29.59)

1.5 (16.14)

2.5 (26.9)

PRO DECK
CLIP KITEverything

you need Quality tools Built to last

PRODUCT CODE: AKB-000112

THIS IMAGE DOES NOT CONTAIN
ALL THE PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

30 lbs
(13.61 kg)

500 SQ. FT. (46.45 m2)
PER PAIL*

This Black Label™ Professional Grade Pro Deck Clip 500 Sq. Ft. (46.45 m²)
Kit contains the necessary fasteners, screws, and bits to install 500 sq. 
ft. (46.45 m²) of 6”-wide (15.2 cm) Black Label™ deck boards onto 
stringers spaced 16 inches (40.6 cm) on center. Use in combination with 
other Black Label™ professional grade wood deck installation products. 
Always make sure to review our best practices guide to achieve the 
best possible outcome and service life of your Black Label™ deck 
installation and to protect your investment over time.

Black Label™ drilling guides are available in the Black Label™ Professional
Grade Tool Kit.

PRO DECK CLIP 500 SQ. FT. (46.45 m²) KIT
FOR USE WITH SIDE GROOVED WOOD (PRE-DRILLING REQUIRED)

AND COMPOSITE DECKING PRODUCTS

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / PAIL

320 (29.72)

580 (53.88)

380 (35.30)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

500 (46.45)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA, TAIWAN, AND USA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

PROFESSIONAL GRADE

875
COUNT

STAINLESS STEEL
DECK CLIP 3/16" (4.76 mm)875x

#2x2-1/4” (57 mm)
TRIM HEAD 305 STAINLESS
T15 BLACK HEAD SCREW

950x

IPE PRO PLUG60x

DRILL BIT 5/32” (3.96 mm)
FAST SPIRAL1x

KRYPTONITE STAR BIT #151x

1.75 (18.83)

2.75 (29.59)

1.5 (16.14)

2.5 (26.9)

1 pint – 30 ct – 6.4 oz (181 g)
PRODUCT CODE: AKB-000109

BLACK LABEL™
PROFESSIONAL GRADE
PRO DECK SPACER &
MARKING GUIDE 3/16

For use with with face fastened
wood and composite decking



NET WEIGHT:

PRODUCT CODE: AKB-000113

PER CAN*

250
COUNT70 SQ. FT. (6.50 m2)

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

2.6 lbs
(1.18 kg)

T 2 0  T O R X  D R I V E  3 1 6  S T A I N L E S S
B R O W N  H E A D C O A T

DECK SCREW
#8 x 2-1/2” (63.5 mm)

Black Label™ Professional Grade Deck Screw #8x2-1/2” (63.5 mm) T20 Torx 
Drive 316 Stainless Brown Head should be used when face screwing Black 
Label™ 1” (25.4 mm) or 5/4” (18.1 mm) decking to treated stringers when 
intending to maintain the natural wood colors with Black Label™ Professional 
Grade Ipe+ Marine Oil. The brown head blends nicely with all Black Label™ 
wood species given their natural color and grain variation. Hardwood decking 
should always be predrilled and countersink when face fastening.

The smart bit drill and countersink bit are available in our Black Label™
Professional Grade Tool Kit.

•  T20 TORX DRIVE
•  BROWN HEADCOAT

Type 316 stainless steel is a nickel-chromium austenitic grade of stainless steel with 2-3% Molybdenum. Type 316 
stainless steel is not hardened by heat treatment and is inherently nonmagnetic. It provides a level of corrosion 
protection suitable for severe environments, especially environments with chlorides. Type 316 stainless steel fasteners 
are compliant with the 2015 and 2018 IBC and IRC.

316 stainless steel
for anti-corrosion
benefits

T20 Torx Drive
finish heads for
less stripping

Self-drilling tip
for easy penetration

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

45 (4.18)

80 (7.43)

50 (4.65)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

70 (6.50)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

PROFESSIONAL GRADE

3.5 (37.66)

5.5 (59.18)

3 (32.28)

5 (53.8)

PRODUCT CODE: AKB-000114

1000
COUNT

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

NET WEIGHT:

PER CAN*
285 SQ. FT. (26.48 m2)10 lbs

(4.54 kg)

T 2 0  T O R X  D R I V E  3 1 6  S T A I N L E S S
B R O W N  H E A D C O A T

DECK SCREW
#8 x 2-1/2” (63.5 mm) 

•  T20 TORX DRIVE
•  BROWN HEADCOAT

Type 316 stainless steel is a nickel-chromium austenitic grade of stainless steel with 2-3% Molybdenum. Type 316 
stainless steel is not hardened by heat treatment and is inherently nonmagnetic. It provides a level of corrosion 
protection suitable for severe environments, especially environments with chlorides. Type 316 stainless steel fasteners 
are compliant with the 2015 and 2018 IBC and IRC.

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

180 (16.72)

330 (30.66)

200 (18.58)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

285 (26.48)

5.5 (59.18)

3 (32.28)

5 (53.8)

3.5 (37.66)

*APPROXIMATE COVERAGE

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

Black Label™ Professional Grade Deck Screw #8x2-1/2” (63.5 mm) T20 Torx Drive 316
Stainless Brown Head should be used when face screwing Black Label™ 1” (25.4 mm)
or 5/4” (18.1 mm) decking to treated stringers when intending to maintain the natural 
wood colors with Black Label™ Professional Grade Ipe+ Marine Oil. The brown 
head blends nicely with all Black Label™ wood species given their natural color and 
grain variation. Hardwood decking should always be predrilled and countersink 
when face fastening.

The smart bit drill and countersink bit are available in our Black Label™ Professional 
Grade Tool Kit.

316 stainless steel
for anti-corrosion
benefits

T20 Torx Drive
finish heads for
less stripping

Self-drilling tip
for easy penetration1 quart – 250 ct – 2.6 lbs (1.18 kg)

PRODUCT CODE: AKB-000113

1 gallon – 1000 ct – 10 lbs (4.54 kg)
PRODUCT CODE: AKB-000114

#8 X 2-1/2” (63.5 mm) T20 TORX DRIVE 316 STAINLESS BROWN HEADCOATED

BLACK LABEL™ PROFESSIONAL GRADE
DECK SCREW

For face fastening to treated wood stringers

NET WEIGHT:

PRODUCT CODE: AKB-000115

PER CAN*

250
COUNT70 SQ. FT. (6.50 m2)

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

2.6 lbs
(1.18 kg)

Black Label™ Professional Grade Deck Screw #8x2-1/2” (63.5 mm) T20 Torx 
Drive Head 316 Stainless  should be used when face screwing Black Label™ 1” 
(25.4 mm) or 5/4” (18.1 mm) decking to treated stringers and when intending 
wood to weather to a silver-grey patina. Hardwood decking should always be 
predrilled and countersink when face fastening.

The smart bit drill and countersink bit are available in our Black Label™
Professional Grade Tool Kit.

•  T20 TORX DRIVE

Type 316 stainless steel is a nickel-chromium austenitic grade of stainless steel with 2-3% Molybdenum. Type 316 
stainless steel is not hardened by heat treatment and is inherently nonmagnetic. It provides a level of corrosion 
protection suitable for severe environments, especially environments with chlorides. Type 316 stainless steel fasteners 
are compliant with the 2015 and 2018 IBC and IRC.

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

PROFESSIONAL GRADE

T 2 0  T O R X  D R I V E  3 1 6  S T A I N L E S S

DECK SCREW
#8 x 2-1/2” (63.5 mm)

316 stainless steel
for anti-corrosion
benefits

T20 Torx Drive
finish heads for
less stripping

Self-drilling tip
for easy penetration

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

45 (4.18)

80 (7.43)

50 (4.65)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

70 (6.50)

*APPROXIMATE COVERAGE

3.5 (37.66)

5.5 (59.18)

3 (32.28)

5 (53.8)

PRODUCT CODE: AKB-000116

1000
COUNT

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

NET WEIGHT:

PER CAN*
285 SQ. FT. (26.48 m2)10 lbs

(4.54 kg)

Black Label™ Professional Grade Deck Screw #8x2-1/2” (63.5 mm) T20 Torx Drive 316 
Stainless should be used when face screwing Black Label™ 1” (25.4 mm) or 5/4” (18.1 mm)
decking to treated stringers and when intending wood to weather to a silver-grey 
patina. Hardwood decking should always be predrilled and countersink when face 
fastening.

The smart bit drill and countersink bit are available in our Black Label™ Professional 
Grade Tool Kit.

•  T20 STAR/TORX DRIVE

Type 316 stainless steel is a nickel-chromium austenitic grade of stainless steel with 2-3% Molybdenum. Type 316 
stainless steel is not hardened by heat treatment and is inherently nonmagnetic. It provides a level of corrosion 
protection suitable for severe environments, especially environments with chlorides. Type 316 stainless steel fasteners 
are compliant with the 2015 and 2018 IBC and IRC.

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

T 2 0  T O R X  D R I V E  3 1 6  S T A I N L E S S

DECK SCREW
#8 x 2-1/2” (63.5 mm) 

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

180 (16.72)

330 (30.66)

200 (18.58)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

285 (26.48)

5.5 (59.18)

3 (32.28)

5 (53.8)

3.5 (37.66)

*APPROXIMATE COVERAGE

316 stainless steel
for anti-corrosion
benefits

T20 Torx Drive
finish heads for
less stripping

Self-drilling tip
for easy penetration1 quart – 250 ct – 2.6 lbs (1.18 kg)

PRODUCT CODE: AKB-000115

1 gallon – 1000 ct – 10 lbs (4.54 kg)
PRODUCT CODE: AKB-000116

#8 X 2-1/2” (63.5 mm) T20 TORX DRIVE 316 STAINLESS

BLACK LABEL™ PROFESSIONAL GRADE
DECK SCREW

For face fastening to treated wood stringers

BLACK LABEL™ FASTENING SYSTEM

8 ACCESSORY LINE CARD*Images not to scale and for reference only.



NET WEIGHT:

2 lbs
(907 g)

PRODUCT CODE: AKB-000127

PER CAN*

175
COUNT50 SQ. FT. (4.64 m²)

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

IPE PRO
PLUG KIT

The Black Label™ Pro Plug 50 Sq. Ft. (4.64 m2) Kit contains the 
necessary fasteners, screws, and bit to install 50 sq. ft. (4.64 m²) of 
6”-wide (15.24 cm) Black Label™ deck boards onto stringers 
spaced 16” (40.64 cm) on center. Use in combination with other 
Black Label™ Professional Grade wood deck installation products.

Always make sure to review our Best Practices Guide to achieve 
the best possible outcome and service life of your Black Label™
deck installation and to protect your investment over time.

Pro Plug bit available in Black Label™ Professional Grade Tool Kit.

IPE PRO PLUG 50 SQ. FT. (4.64 m²) KIT

IPE PRO PLUG175x

PRO PLUG SCREW
#8x2-1/2 (63.5 mm)
T20 305 STAINLESS

175x

KRYPTONITE STAR BIT #201x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

3.5 (37.66)

5.5 (59.18) 32 (2.97)

3 (32.28)

5 (53.8)

58 (5.39)

35 (3.25)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

50 (4.64)

*APPROXIMATE COVERAGE

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED, PACKAGED
AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023
THIS IMAGE DOES

NOT CONTAIN ALL THE
PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

2 lbs
(907 g)

PRODUCT CODE: AKB-000127

PER CAN*

175
COUNT50 SQ. FT. (4.64 m²)

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

IPE PRO
PLUG KIT

The Black Label™ Pro Plug 50 Sq. Ft. (4.64 m2) Kit contains the 
necessary fasteners, screws, and bit to install 50 sq. ft. (4.64 m²) of 
6”-wide (15.24 cm) Black Label™ deck boards onto stringers 
spaced 16” (40.64 cm) on center. Use in combination with other 
Black Label™ Professional Grade wood deck installation products.

Always make sure to review our Best Practices Guide to achieve 
the best possible outcome and service life of your Black Label™
deck installation and to protect your investment over time.

Pro Plug bit available in Black Label™ Professional Grade Tool Kit.

IPE PRO PLUG 50 SQ. FT. (4.64 m²) KIT

IPE PRO PLUG175x

PRO PLUG SCREW
#8x2-1/2 (63.5 mm)
T20 305 STAINLESS

175x

KRYPTONITE STAR BIT #201x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

3.5 (37.66)

5.5 (59.18) 32 (2.97)

3 (32.28)

5 (53.8)

58 (5.39)

35 (3.25)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

50 (4.64)

*APPROXIMATE COVERAGE

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED, PACKAGED
AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023
THIS IMAGE DOES

NOT CONTAIN ALL THE
PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

PRODUCT CODE: AKB-000128

700
COUNT

THIS IMAGE DOES NOT CONTAIN
ALL THE PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

PER CAN*
200 SQ. FT. (18.58 m2)

8 lbs
(3.63 kg)

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

IPE PRO
PLUG KIT

The Black Label™ Pro Plug 200 Sq. Ft. (18.58 m2) Kit contains the necessary 
fasteners, screws, and bit to install 200 sq. ft. (18.58 m²) of 6”-wide (15.24 cm) Black 
Label™ deck boards installed onto stringers spaced 16” (40.64 cm) on center. Use in 
combination with other Black Label™ Professional Grade wood deck installation
products.

Always make sure to review our Best Practices Guide to achieve the best possible 
outcome and service life of your Black Label™ deck installation and to protect your 
investment over time. 

Pro Plug bit available in Black Label™ Professional Grade Tool Kit.

IPE PRO PLUG 200 SQ. FT. (18.58 m²) KIT

IPE PRO PLUG700x

PRO PLUG SCREW
#8x2-1/2 (63.5 mm)
T20 305 STAINLESS

700x

KRYPTONITE STAR BIT #201x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

3.5 (37.66)

5.5 (59.18) 128 (11.89)

3 (32.28)

5 (53.8)

232 (21.55)

140 (13.00)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

200 (18.58)

*APPROXIMATE COVERAGE

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS
PRODUCT CODE: AKB-000128

700
COUNT

THIS IMAGE DOES NOT CONTAIN
ALL THE PRODUCTS IN THE KIT.

SEE THE BACK OF THE CAN.

NET WEIGHT:

PER CAN*
200 SQ. FT. (18.58 m2)

8 lbs
(3.63 kg)

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

IPE PRO
PLUG KIT

The Black Label™ Pro Plug 200 Sq. Ft. (18.58 m2) Kit contains the necessary 
fasteners, screws, and bit to install 200 sq. ft. (18.58 m²) of 6”-wide (15.24 cm) Black 
Label™ deck boards installed onto stringers spaced 16” (40.64 cm) on center. Use in 
combination with other Black Label™ Professional Grade wood deck installation
products.

Always make sure to review our Best Practices Guide to achieve the best possible 
outcome and service life of your Black Label™ deck installation and to protect your 
investment over time. 

Pro Plug bit available in Black Label™ Professional Grade Tool Kit.

IPE PRO PLUG 200 SQ. FT. (18.58 m²) KIT

IPE PRO PLUG700x

PRO PLUG SCREW
#8x2-1/2 (63.5 mm)
T20 305 STAINLESS

700x

KRYPTONITE STAR BIT #201x

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

3.5 (37.66)

5.5 (59.18) 128 (11.89)

3 (32.28)

5 (53.8)

232 (21.55)

140 (13.00)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

200 (18.58)

*APPROXIMATE COVERAGE

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

1 quart – 175 ct – 2 lbs (907 g)
PRODUCT CODE: AKB-000127

1 gallon – 700 ct – 8 lbs (3.63 kg)
PRODUCT CODE: AKB-000128

BLACK LABEL™ PROFESSIONAL GRADE
IPE PRO PLUG KIT

For face fastening to treated wood stringers

1/2 pint – 250 ct – 8 oz (227 g)
PRODUCT CODE:

AKB-000118 / AKB-000119 / AKB-000120 / AKB-000121
AKB-000122 / AKB-000123 / AKB-000124 / AKB-000125 / AKB-000126

BLACK LABEL™ PROFESSIONAL GRADE PRO PLUG

For use with Black Label™ pro plug screw and system

IPE / CUMARU / GARAPA / JATOBA / TIGERWOOD
ANGELIM PEDRA / KEBONY / THERMO / BULLETWOOD

PRODUCT CODE: AKB-000118

— I P E —

PRO PLUG

250
COUNT

FOR USE WITH
BLACK LABEL™ PRO PLUG

SCREW AND PLUG SYSTEM

PER CAN*
70 SQ. FT. (6.5 m2)

NET WEIGHT:

8 oz
(227 g)

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

3.5 (37.66)

5.5 (59.18)

3 (32.28)

5 (53.8)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

70 (6.5)

45 (4.18)

80 (7.43)

50 (4.64)

*APPROXIMATE COVERAGE

SCREW GLUE PLUGDRILL

Black Label™ Professional Grade Pro Plugs are made from face grain 
wood. They are tapered, for ease of installation and sit flush with the deck 
surface when used with the Black Label™ Professional Grade Pro Plug 
Bit and Glue Nozzle, which can be found in our Black Label™ Professional 
Grade Tool Kit.

MANUFACTURED FOR, PACKAGED
AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved
Black Label™ 2023

CHECK OUT OUR BEST
PRACTICES GUIDE

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

Grade Tool Kit.

PROFESSIONAL GRADE

BlackLabelWood.com

BlackLabelWood.com 9*Images not to scale and for reference only.
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ROLLS / CASELF / ROLL CASE / PALLET LF / CASE

1 roll – 4 in x 50 ft
PRODUCT CODE: AKB-000129

BLACK LABEL™ PROFESSIONAL GRADE
JOIST TAPE

For use with all natural wood decking installations

NET WEIGHT:

PRODUCT CODE: AKB-000117

NET WEIGHT:

PER CAN*

250
COUNT70 SQ. FT. (6.50 m2)

FOR FACE FASTENING
TO TREATED WOOD

STRINGERS

2.6 lbs
(1.18 kg)

Black Label™ Professional Grade Pro Plug Screw #8x2-1/2” (63.5 mm)  T20 Torx 
Drive 305 Stainless should be used when face screwing Black Label™ 1” (25.4 
mm) or 5/4” (18.1 mm) decking to treated stringers and when intending to 
maintain the natural wood colors of Black Label™ decking with Black Label™ 
Professional Grade Ipe+ Marine Oil. Hardwood decking should always be 
pre-drilled and countersunk when face fastening. The pro plug drill bit and 
countersink bit are available in our Black Label™ Professional Grade Tool Kit. 

305 stainless steel
for anti-corrosion
benefits

Self-drilling tip
for easy penetration

PCS / SQ. FT. (m²)LAYOUT SQ. FT. (m²) / CAN

45 (4.18)

80 (7.43)

50 (4.65)

1x6x16” on center
(2.54cm x 15.24cm x 40.64cm)

1x6x24” on center
(2.54cm x 15.24cm x 60.96cm)

1x4x24” on center
(2.54cm x 10.16cm x 60.96cm)

1x4x16” on center
(2.54cm x 10.16cm x 40.64cm)

70 (6.50)

*APPROXIMATE COVERAGE

CHECK OUT OUR BEST
PRACTICES GUIDE

MANUFACTURED IN CHINA,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023
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PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

3.5 (37.66)

5.5 (59.18)

3 (32.28)

5 (53.8)

•  T20 TORX DRIVE

T 2 0  T O R X  D R I V E  3 0 5  S T A I N L E S S

PRO PLUG  SCREW
#8 x 2-1/2” (63.5 mm)

T20 Torx Drive
finish heads for
less stripping

1 quart – 250 ct – 2.6 lbs (1.18 kg)
PRODUCT CODE: AKB-000117

#8 X 2-1/2” (63.5 mm) T20 TORX DRIVE 305 STAINLESS

BLACK LABEL™ PROFESSIONAL GRADE
PRO PLUG SCREW

For face fastening to treated wood stringers

10 ACCESSORY LINE CARD*Images not to scale and for reference only.

BLACK LABEL™ FASTENING SYSTEM

BLACK LABEL™ JOIST TAPE



PRODUCT CODE: AKB-000110

NET WEIGHT:

2 lbs
(907 g)CHECK OUT OUR BEST

PRACTICES GUIDE

MANUFACTURED IN USA, CHINA, AND TAIWAN,

PACKAGED AND DISTRIBUTED IN THE USA BY

Tropical Forest Products
Mississauga, ON L5T 1X7, Canada

WeAreTropical.com

© All Rights Reserved - Black Label™ 2023

MEET OUR
PROFESSIONAL GRADE

PRODUCTS

BlackLabelWood.com

M U L T I - B R A N D
D E C K  I N S T A L L A T I O N

— W O O D  D E C K I N G —

TOOL KIT

THIS IMAGE DOES
NOT CONTAIN ALL

THE TOOLS IN THE KIT

SEE THE BACK OF THE CAN

Everything
you need Quality tools Built to last

ALL THE TOOLS YOU NEED TO
BUILD A DECK IN A SINGLE BUCKET

DRILL BIT 5/32” (3.96 mm) FOR
USE WITH DRILLING GUIDE3x

STOP COLLAR ALLEN
WRENCH1x

DRILL BIT STOP
COLLAR 5/32” (3.96 mm)1x

PRO PLUG GLUE APPLICATOR1x

KRYPTONITE STAR BIT #152x

KRYPTONITE STAR BIT #202x

1/8” (3.17 mm) RADIUS ROUTER
BIT FOR BUTT JOINTS1x

1” (25.4 mm) FOAM BRUSH
FOR ENDSEALER 2x

DECK PRO SPACER MARKING
GUIDE 3/16” (4.76 mm)10x

SMART-BIT #8 TRIM HEAD
REPLACEMENT BITS5x

PRO PLUG SMART-BIT #8
REPLACEMENT BITS5x

PRO PLUG #8 SMART BIT1x

SMART BIT #8 TRIM HEAD1x

DEPTH SETTER SMART BIT1x

DEPTH SETTER REPLACEMENT
BITS 1” (25.4 mm) T2025x

BLACK LABEL™ DECK CLIP
DRILLING GUIDE FOR
5/4” (18.1 mm) DECKING

1x

PRO PLUG AND SCREW
SAMPLE PACK1x

TRIM HEAD SCREW
SAMPLE PACK1x

DIAMOND DECK CLIP
AND SCREW SAMPLE PACK1x

DECK CLIP AND SCREW
SAMPLE PACK1x

BLACK LABEL™ DECK CLIP
DRILLING GUIDE FOR
1” (25.4 mm) DECKING

1x

This Black Label™ Multi-Brand Deck Installation Tool Kit - Wood contains a 
collection of the highest-quality deck-building bits and tools from the best 
manufacturers in the industry. Investing in this product will save you money and 
keep you from wasting time going back and forth to the hardware store.

PROFESSIONAL GRADE

1 gallon – 2 lbs (907 g)
PRODUCT CODE: AKB-000110

BLACK LABEL™ PROFESSIONAL GRADE
MULTI-BRAND DECK INSTALLATION

TOOL KIT - WOOD DECKING

BlackLabelWood.com 11*Images not to scale and for reference only.

BLACK LABEL™ TOOL KIT



BlackLabelWood.com

@blacklabelwood

1-855-768-6791 
CONTACT US NOW:


